
JARD Savage Axis Trigger
Installation Guide 

These instructions will help you assemble a
JARD Savage Axis trigger.

Supplies needed for this installation:

• Allen Wrench 5/32”

 

 



1. Remove the magazine (if applicable and visually check the 
chamber to ensure the firearm is unloaded.



2. With the safety in the off (forward) position, remove the bolt 
by simultaneously depressing the bolt release lever, pulling the 
trigger and sliding the bolt rearwards.



3. Detach the receiver from the stock by first removing the 
screws located on either side of the magazine well with the 
5/32 Allen Wrench and then finish by pulling the receiver out 
from the stock.



4. Begin removing the factory trigger assembly by removing the 
pin securing the bolt release lever.



5. Finish removal by removing the second pin securing the fac-
tory trigger assembly and set aside for use in installing the 
JARD trigger system.

*Note: Upon removing the factory trigger assembly, there will 
be a loose spring within a spring pocket on the receiver (see 
right image above) This spring is needed for successful instal-
lation of the JARD trigger system.



6. Position the JARD trigger system by lining up the pin holes 
on the trigger housing and the receiver (see left image above) 
and reinsert the pin removed in Step 5. 



7. Reafflix the receiver to the stock by positioning the receiver 
in the stock and securing it with the screws removed in Step 3. 



8. With the safety in the off (forward) position, reinsert the bolt 
into the receiver by simultaneously depressing the bolt release 
lever, pulling the trigger and sliding the bolt forward.



9. With the rifle still unloaded, perform a functionality test with 
the JARD trigger system installed by pulling the trigger first in 
the safe position (rearward) then in the fire position (forward). If 
the trigger fires in the safe position or doesn’t fire in the fire po-
sition, review the installation instructions and refer to the 
manual to ensure the trigger has been installed correctly.


