
 

Savage® 110 (Post-2026) 

Installation Guide 

These instructions will help assemble the JARD Trigger 

System for Savage® 110 (Post-2026) 

Supplies needed for this installation: 

• 5/32” Hex Key 

• 3/32” Hex Key 

• Hammer 

• 1/8” Punch/Pin 

• 1/16” Punch/Pin 

•  



 

 

 

 

 

1. Verify that the firearm is unloaded. 

 

 

 

 

 

 



2. Remove the bolt by lifting the bolt in the upright, unlocked 

position. Next, pull the trigger back completely. With the 

trigger pulled back completely, compress the bolt release 

lever. While compressing both the trigger and bolt release 

lever, slide the bolt back until it is free from the action. 

 

 

 

 

 

 

 

 

 

 

3. Remove the action from the stock by loosening the two 

screws on the underside of the stock (circled in the first 

image above) with a 5/32” hex key. 



 

 

 

 

 

 

 

 

 

 

 

 

4. Remove the front mounting pin (circled above) in the factory 

trigger assembly with an 1/8” punch and hammer. This pin 

will also allow disassembly of the factory release lever and 

spring. 

Note: Take extra care while removing this pin as the sear return spring 

may be under tension, giving it potential to fly off during removal. 

 

 

 

 

   



 

 

 

 

 

 

 

 

5. Remove the rear roll pin (circled above) in the factory trigger 

assembly with an 1/16” punch and hammer. This roll pin is 

required for reassembly with the JARD trigger system. 

 

 

 

 

 

 

 

 

 

 

6. Remove the front roll pin (circled above) in the factory trigger 

assembly with an 1/8” punch and hammer. 

 

 



 

 

 

 

 

 

 

 

 

7. With both roll pins and the front mounting pin removed the 

factory trigger assembly can be removed from the receiver. 

(Factory trigger assembly parts are shown above.)  
 

Note: Keep rear roll pin for reassembly (circled above) 

 

 

 

 

 

 

 

 

 

 

8. Install the JARD Trigger by placing the sear into the receiver 

slot. Line up the sear pivot pin with the receiver's J-slot.  

Rotate the trigger assembly lining up the rear lug of the 

JARD safety bar into the factory thumb safety inlet (Pro-Tip: 

Place the JARD safety bar into its middle position to make 

this alignment significantly easier). 



 

 

 

 

 

 

 

 

 

9. Thread the supplied JARD trigger mounting screw into the 

left side of the housing. Tighten using a 3/32" hex key 

(Shown in left picture). Reinstall the factory 1/16" roll pin 

through the trigger housing and receiver using a punch and 

hammer (Shown in right picture).  

 

 

 

 

 

 

 

 

 

 

 

 

10. Reinstall the action back into the stock by installing the two 

screws on the underside of the stock (circled in the image 

above) with a 5/32” hex key. 



 

 

 

 

 

 

11. Reinstall the bolt into the receiver by first pulling the trigger 

back completely, then compressing the bolt release lever. 

With both the trigger pulled back and the bolt release lever 

compressed, slide the bolt forward into the action. 

12. Safety Check. Cycle the action dry (without ammunition) to 

confirm the trigger drops the firing pin cleanly.  Engage the 

safety slider. Pull the trigger firmly to ensure the firing pin 

does not drop while safe is active.   

 

 

 

 

 


