
 

JARD Sear Assembly for 

Steyr® AUG Installation 

Guide 

These instructions will help install the JARD Sear 

Assembly for Steyr® AUG 

Supplies needed for this installation: 

• 3 mm Hex Key 

• Flat Head Screw Driver 

• JARD Sear Assembly 

 



 

1. Remove the magazine and visually confirm that the chamber 

is empty before further handling of the rifle. 

 

 

 

 

2. Press in the takedown button in butt pad and remove the 

sling mount / retaining pin. 

 

 

 

 

3. Tip butt pad back at the top then remove butt pad.  

 

 

 

 



 

4. Slide factory sear assembly out of the rifle and replace with 

JARD sear assembly. 

 

 

 

 

5. With the JARD sear assembly installed, reassemble the butt 

pad into the rifle. Press in the takedown button in butt pad 

and reinstall the sling mount / retaining pin.  

 

 

 

 

6. With the rifle still unloaded and pointed in a safe direction, 

preform function and safety checks. Additional trigger bar 

adjustments may be needed.  

 

 

 



 

7. With the sear assembly installed, the trigger must have a 

small amount of pre-travel to ensure reliable operation, 

prevent unintentional misfires, and maintain safe firearm 

function. Pre-travel is adjusted by modifying the trigger bar 

within the rifle until the proper amount of movement is 

achieved. 

8. To adjust the trigger bar, start by pushing out the receiver 

locking lug/takedown lug in the stock. Note: The orientation 

of the takedown lug may vary.   

 

 

 

 

9.  Separate the upper receiver from the stock by pulling the 

upper receiver forward until it disengages from the stock 

assembly.  

 

 

 

 

 



 

10. In the stock loosen the trigger bar mounting screw with a 3 

mm hex key. Note: It may be necessary to fully remove this 

screw to adjust the trigger bar linkage if tight.  

 

 

 

11. Using the flat groves on the trigger bar, with a flat head 

screw driver adjust the trigger bar backwards until it engages 

with the safety plate of the sear assembly. Next, move 

trigger bar forward approximately 1/16” to provide sufficient 

pre-travel.  

 

 

 

 

 



 

12. Reinstall the trigger bar mounting screw with a 3 mm hex 

key. Note: Additional down pressure and manipulating 

installation angle may be required to reinstall the mounting 

screw.  

 

 

 

13. Reassemble the upper receiver and stock. Once together 

push in the receiver locking lug/takedown lug in the stock to 

lock the upper receiver and stock together.  

 

 

 

14. With the rifle still unloaded and pointed in a safe direction, 

preform function and safety checks. Ensure the rifle is 

functioning properly before firing. If any questions or 

concerns during installation please call or email JARD Inc. or 

consult with a qualified gunsmith.  

 

 

 

 


