
 

JARD Trigger System for  
Savage 110 (Post-2026) 

 

3149 Nest Ave. – Sheldon, IA 51201 

Phone: 712-324-7409 

Email: support@jardinc.com – www.jardinc.com 

Operator’s Instruction Manual  



 

 

 

 

 

 
 

 

 

 

 

Installation 
1. Remove Action from Stock: Aim the rifle muzzle in a designated safe direction and verify gun is unloaded. With the safety 
on fire position, open the bolt.  Pull the trigger and depress bolt release lever to allow bolt to be removed from the action. 
Remove the two action screws using a 4mm hex key and remove action from stock. 

2. Disassemble Factory Trigger: Drive out the sear pivot / retaining pin. Hold the sear firmly. The factory sear is under heavy 
spring pressure and may fly out. Use a 1/16" punch to remove the rear roll pin from the trigger housing.  Use a 1/8" punch to 
remove the front roll pin.  Lift the factory trigger assembly out of the action. Leave the factory thumb safety slider inside the 
action.  

3. Install JARD Trigger: Position the JARD trigger system into the receiver and line up the sear pivot pin with the receiver's J-
slot.  Rotate the trigger assembly lining up the rear lug of the JARD safety bar into the factory thumb safety inlet (Pro-Tip: 
Place the JARD safety bar into its middle position to make this alignment significantly easier).  Reinstall the factory 1/16" roll 
pin through the trigger housing and receiver. Thread the supplied JARD trigger mounting screw (Part #22) into the left side 
of the housing. Tighten using a 3/32" hex key. 

4. Reassemble and Safety Check: Place the action back into the stock and install the two disassembly screws.  Slide the bolt 
assembly back into the receiver.  Cycle the action dry (without ammunition) to confirm the trigger drops the firing pin 
cleanly.  Engage the safety slider. Pull the trigger firmly to ensure the firing pin does not drop while safe is active.  

 

YOUR JARD TRIGGER SYSTEM COMES SET FROM THE FACTORY, NO ADJUSTMENT NEEDED. 
If you must make adjustments, follow these instructions carefully. Only adjust the trigger if you fully understand the 
adjustment process. Adjustments done incorrectly can make your firearm unsafe! 

1. Sear Engagement: Cock the bolt and push the safety off.  With a 3/32” hex key, turn the sear engagement screw (16) 
clockwise slowly until the sear releases. From this specific point, turn the screw counter-clockwise 1 full revolution. This 
ensures there is sufficient sear engagement to function safely and properly. 

2. Overtravel:  Start with the safety in the fire position, and the action un-cocked.  Use a 0.050” hex key to turn the over 
travel screw (14) clockwise until the screw stops solid. Next, open up the bolt as if cocking the rifle. The trigger should not 
reset. With the bolt open, turn the over travel screw counter-clockwise until the sear resets. From this point, turn an 
additional ¼ turn counter-clockwise. This provides sufficient sear clearance to prevent binding. 

3.  Safety: Cock the bolt and put the rifle on safe. With a 0.050” hex key, turn the safety engagement screw (17) clockwise 
until it contacts the safety bar. The safety should move freely while the trigger remains stationary when pulled. 

4. Pull Weight: Use a 5/64” hex key may be used to adjust the spring tension screw (11A). Turn clockwise to increase the pull 
weight and counter-clockwise to decrease pull weight. (Note: pull weight can only be adjusted within the posted pull weight 
range safely. If you want to reach the other pull weight range, you can purchase a replacement spring from JARD. 

      WARNING 
This firearm is intended for use only by experienced competitive shooters and professionals. You must take 

responsibility for your own actions. We will not be responsible for any loss, injury, or death resulting from the use or 

misuse of this product. 

 

The handling and use of firearm bears with a certain unavoidable risks, like sky diving and rock climbing. If you are 

not willing to accept responsibility for your own actions, guns are not for you. 

 

The use of any custom parts or modifications may void any warranty from the manufacturer of your firearm. 

Returns will not be accepted on any parts that have been modified.  

 

If you do not have a thorough understanding of this trigger and the purpose and function of all the parts, do not 

attempt to install this system. Have it installed by an experienced gunsmith.  



Note: If any of the adjusting screws move freely with no resistance, you must remove the screw and apply blue thread locker 
to the threads to prevent settings from coming out of adjustment and the trigger system becoming unsafe to use. 

5. Safety Check: Reassemble your rifle and perform all safety and function checks before using the rifle.  
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